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AXIAL LEAD SOLID TANTALUM CAPACITOR

CBDY
P roducts Name:Axial L eads S olid E elctrolytic T antalum C apacitor 
Model:CBDY Equative CA series
V

V
S

alue:1uF ~1000uF
otage:6.3V~100V
ize(mm):

1,B rief Introduction:

C BDY S eries metal- cased solid tanta

,

lum electrolytic capacitors with polar axial

leads are characterized in small s ize wide ope

e

rating temperature range, stable performances , high reliability and long life,

C BDY S eries meets the requirements of C hin se National S tandard G B 8583- 88, widely used in instruments meters and other

electronic equipment for military and civil applications .

2, G eneral C haracteris tics

T emperature R ange: - 55℃～＋125℃(>85℃ with rated voltage derating).

C apacitance T olerance:± 20% ,± 10%

DC Leakage:20℃ lO≤0.01CrUr or 0.5uA(whichever greater)

D is s ipa tion fa c tor (20℃): s e

c

e ta b
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le 1

T empera ture C ha ra c te ris ti s : S e ta ble 1
3,D ra w in g ,D im e n s io n s a n d M a x W e ig h t

T a ble 1
MA X .

C a
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p. C ha ng e△ C /C (% )
C a pa c ita nc e D F (% )Ma x D C L Ma x .

(μ F )
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O utline a nd D imens ions

N ote：(1 )Me a s ure d a t a volta g e de ra ting .

Case code Weight Max(g) D±0.5(mm) L ±2 (mm) d±0.1(mm)

1 0.7 3.2 8 0.4
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12 0.6

3.0 14
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22

0.6

4.0 0.8

8.0 0.8

14.0 10 0.8

N ote : Whe n e nc a ps ula te d with pla s tic ins ula tion s le e ve , dime ns ion D inc re a s e 0.8mm a nd L inc re a s e 2mm.

4,N o m in a l C a p a c i ta n c e , R a te d v o lta g e , V o lta g e D e ra t in g 5,
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professional capacitor
manufacturer
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CBDY 106    K     1E     1

Size Code

Voltage 0J=6.3V  1A=10V  1C=16V  1D=20V  1E=25V 1X=32V
1G=40V  1J=63V  1M=75V  2A=100V

Tolerance  M=20%  K=10%  J=5%

Capacitance 105=1uF 106=10uF 107=100uF 
108=1,000uF

Series


