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AXIAL LEADS METALLIZED POLYESTER FILM CAPACITOR |FLAT OVAL

F E A T U R E S :

‧ CDDB is constructed with metallized polyester film as medium and electrode, wrapped and sealed with flame-resistance
plastic and epoxy resin, with high reliability,high-temperature-resistance, small volume, large capacity and good self-healing
property.

‧ Mainly used in instruments and the DC & AC circuit of the household equipment and the fractional frequency circuit of
acoustics system.

S P E C I F I C A T I O N S
OPERATING TEMPERATURE

CAPACITANCE RANGE

CAPACITANCE TOLERANCE

RATED VOLTAGE

WITHSTAND VOLTAGE

DISSIPATION FACTOR

-40℃ TO + 105℃

0.01µF ~ 68µF

J (±5%), K (±10%)

100V, 250V, 400V, 630V(DC)

1.6U 2s (1.5U 5s)R R

C≤ 1µF ≤0.013 10KHz

1KHz

1HKz

1µF<C≤10µF ≤0.008

C>10µF ≤0.010

INSULATION RESISTANCE C≤0.33µF VR≤100V(10V)≥7500MΩ

VR>100V ≥15000 MΩ

C>0.33µF VR≤100V(10V) ≥2500S

VR>100V ≥5000S

100VDC 2A 250VDC 2E 400VDC 2G 630VDC 2J
CAP
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Note: Specification are subject to change without notice. For more detail and update, please visit our website.
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PART NUMBER EXAMPLE

CDDB 224    K 2E    B    065    160

Size DXL
Package

Voltage
Tolerance
Capacitor

Series


