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1ApplicationSCOPE：

Thisspecificationwhichspecifiestheperformanceandtestmethodsofsupercapacitors,

istreatedasthebasisofthetechnologyconfirmation.

2GeneralSpecification：

2.1Applicationscope

Theproductsusingasaback-upsourcecanbeappliedinthefieldofelectronicdevices

suchasRAM,intelligentinstrument,motordrive,clockcircuitandtoys,

2.2Standardtestsituation

Generallyspeaking,testshouldbedoneataconditionofstandardatmosphericpress,

5~35℃ temperatureandarelativehumidityoflessthan85%;thetestsituationadopted

bythisspecificationisstandardatmospheric,25℃ andrelativehumiditylessthan60%.

2.3Theadoptedstandard:

IEC62391-1《Fixedelectricdouble-layercapacitorsforuseinelectronicequipment–

Part1:Genericspecification》Q/KMNY001-2009“Electrochemicalcapacitor”

3ProductStructure

Theproduct,usingelectrolyteandseparatortoseparatetheelectrodesthatmadeby

activatedcarbonandsealedtheAluminum casebyrubberplugisbaseontheprincipalof

electricdoublelayercapacitors.Theleadsareatthesamesideoftheproducts
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4 GeneralSpecification

Item Specification/Condition

01 PartNo.

02
Rate capacitance

(F25℃ ΔV＝0.8U-0.4UI＝1A)

03 Capacitancetolerance 0~+30%

04 （V） RatedVoltage 0-56

05 （V）AbsoluteMaximum Voltage 59

06 （A）Max ContinuedCurrent 52

07 Maximum PeakCurrent，1second（nonrepetitive） 120

08 Operatingtemperaturerange -40℃ ~+65℃

09 Balancingvoltagetype Balancingvoltagecircuit

10 ESR(mΩ 1000Hz) 20

11 Shellpacking Metal

12 Outputtype Terminal

5 Environmentalindex

CEDC056136M

136F
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Item Specification/Condition

01 Temperaturecharacteristics

When+65℃︱△C/C︱≤30%，ESR≤specifiedvalue(25℃)

When-40℃︱△C/C︱≤50%，ESR≤4timesofinitialvalue

（25℃）

02 Hightemperatureload

+65℃ with ratedvoltage，after1000hours，︱△C/C︱≤30%

ESR≤4timesofspecifiedvalue

03 Hightemperaturewithoutload

+65℃，after1000±4hours，︱△C/C︱≤30%，ESR≤2times

ofspecifiedvalue

04 CyclelifeExpectancy

Undertheratedvoltage,500,000cyclesofchargeand

dischargeexperimentsatroom temperature.—△C/C—≤

30%,ESR ≤4timesinitialvalue(25°C)

 6 MARK

Capacitance; Voltage; Jinpei brand

7 productdimension
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Productdimensionsareforreferenceonly,anddimensionsandspecificationsmay

changewithoutnotice.Iftherearekeytechnologiesinapplication

Forspecificationrequirements,pleasecontactourcompany'stechnicaldepartment.

8 MattersNeedingAttention
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(1)Supercapacitorsshouldbeusedatnominalvoltage

(2)Thesupercapacitorhaspolarityandisusedaccordingtothespecifiedpolarity.

(3)Ambienttemperatureaffectsthelifeofsupercapacitors

(4)ThereisavoltagedropΔV=IRatthemomentofdischarge

(5)Itshouldbestoredinanenvironmentwherethetemperatureis-40° C~70° C

andtherelativehumidityislessthan60%.

(6)Donotstoreinplaceswithrelativehumiditygreaterthan85%orcontainingtoxic

gases

(7)Supercapacitorsshouldnotbeusedinhighfrequencycharginganddischarging

circuits

(8)Whensupercapacitorsareusedinseries,thereisavoltagebalanceproblem between

cells

(9)Forotherproblems,pleaseconsultthemanufacturerorrefertotherelevanttechnical

informationofthesupercapacitorinstructions.




